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PREFACE

There are enormous unfulfilled needs in the military for data
communication at all levels, tactical and strategic, owing largely to
the proliferation of computer-based systems. These needs are becoming
well recognized; for example, the Army is aware of the emerging
requirements for tactical information distribution systems (TIDS) that
can serve the artillery, tanks, intelligence, air defense, logistics,
and other tactical components. Current tactical systems, such as the
AN/VRC-12 VHF-FM radio and the AN/TRC series of multichannel voice
radio, are unable function effectively in this capacity. However, witn
the advanced computer communication technology now available and under
development, which encompasses virtually all media (land lines,
satellite, ground radio), it appears that powerful and flexible TIDS
solutions can be achieved. The experimental packet radio network
(PRNET), which has already demonstrated a powerful internetwork
capability through its interconnection with the ARPANET, employs such a
technology.

The Army is currently evaluating the possibility of utilizing the
Tactical Fire Direction System (TACFIRE) in a TIDS testbed. TACFIRE's
communication structure suggests that it might be desirable to introduce
packet radio TIDS technology to the TACFIRE system. This could be
achieved by substituting a single (shared) broadband PRNET for the
several (dedicated) narrowband VHF radio nets now being used, an
approach applicable to any TIDS. For compatibility, such a substitution
of communication media must be transparent to the existing communication
protocols and software, as well as to those components not replaced by
the packet radio equipment.

The purpose of this report is to recommend a communication protocol
structure for use within military PRNETs that will fulfill the
communication requirements of TACFIRE and other Army tactical data
systems while requiring minimum modification to these systems. (While
this approach cannot take full advantage of the increased power of
internetwork computer communication, it is a first step in providing the
Army with a modern data communication system.) The proposed protocol
structure makes use of the ARPA-developed transmission control protocol
(TCP) for all internet and intercommand center message exchanges, and a
new Army message protocol (AMP) specifically designed for the low-level
TIDS environment, for message exchange among remote terminals, and
between the remote terminals and command centers. To minimize changes
to the user components, an application protocol (MSGMUX) is defined to
mediate the transfer of messages between the user equipment and the
PRNET equipment without modifications of any sort to the messages or
message-flow patterns.

iv

U RSP U O U ’ ! NP PP P R S 3 LI -

W Y




O s

vy

<y

. 1)

T vY ™ 'Y' P
A N . .o :

(i sl Sumh Lt LS hant Ll oSl Sk et S SEMN LN s o N NA ailh oghh ghe oSl ndh eme o P P——— - p— —

This report also proposes a strategy for attachment of a PRNET to a
specific user system, the Army Tactical Fire Direction System (TACFIRE),
to replace the VHF FM communication equipment currently in use. This
will be done by interfacing PRNET host interface units (HIUs) to the
TACFIRE components at a bus level where such attachment can be made with
no effect on other components, while permitting access to all TACFIRE
message flow. At the TACFIRE fire direction centers (FDCs), this
proposed attachment will be made at the digital data terminal (DDT)
level, displacing the DDTs. At the remote terminal level, the HIU will
be interfaced to the internal bus of the terminal device, and any
special input/output transformations necessary for the success of such
attachment will be implemented within the HIU to avoid modification to
TACFIRE terminal software.

TACFIRE was chosen as a test system for the introduction of PRNET
communication technology since it is the most developed computer-based
military system available; it is therefore well established, and has
much available documentation. All recommendations in this report
regarding TACFIRE or general military communication are purely
preliminary; they are intended as bases for further design and analysis
pending further investigation and initial testing of military PRNET
communication systems.
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4 I  INTRODUCTION
3
F The Army tactical fire direction system (TACFIRE) [1]%® is a
i!' computer-assisted command and control system for the direction of

tactical fire support. 1Its objective is to automate the integration of
factors of strategy, tactics, intelligence, communication, and logistics
in order to increase fire support effectiveness, by improving accuracy,
reaction time, use of target information, and allocation of fire.
TACFIRE automates the functions of the battalion and division artillery
. fire direction centers (FDC), as well as those in the division fire
support element (FSE), including fire unit and ammunition status,
meteorological data, nonnuclear fire planning, target intelligence,
tactical and technical fire control, survey information, preliminary

PP p—

N target analysis, nuclear target analysis, nuclear fire planning,
- chemical target analysis, and fallout prediction.
&)

Figure 1 summarizes the TACFIRE configuration and identifies the
system components. TACFIRE currently uses VHF FM communication
channels, with access by contention; such radio links suffer several
deficiencies, especially in data transmission applications, including:

. Functional incompatibility: The VHF radios were designed for
speech rather than data traffic; selected units and repetitive
field adjustments are required to achieve operating
characteristics suitable for data transmission.

ML S S 4 i.rr ey
. ‘

Low bandwidth: Currently, the maximum data transfer rate per
logical communication path is 1200 baud (less with coding).

. Low reliability: Data error rates are undesirably high,
requiring excessive retransmission of messages.

Susceptibility to interference: Narrowband communication links
are easlily disrupted by channel contention and random background
interference (e.g., multipath), as well as by deliberate jamming
and spoofing.

. Susceptibility to interception: The VHF FM radio signals are
q easlily intercepted by the enemy for purposes of locating and
homing in upon TACFIRE installations.

LB a4 A BB DAl o ey 40 LA deot e it )
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. Low sharing capacity: Contention access limits the number of

e ® References are listed at the end of the report.
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users sharing a single radio link. This contention necessitates
a large number of manually configured physical nets using
separate channels, engendering communication inflexibility
through difficulties in internet communication and physical net
reconfiguration.

. Manual operation: The operation of the radio equipment and
configuration of the communication nets must be done manually, a
serious source of inefficiency and inflexibility in a computer
communication environment.

TACFIRE would greatly benefit from a more sophisticated
communication medium free of the above problems, and offering enhanced
real-time flexibility and user capacity, as well as a capability for
internet interaction with other military data systems. The state-of-
the-art packet radio technology can provide this kind of performance

[2].

The purpose of this report is:

(1) To show how military systems (specifically TACFIRE) could
benefit from employment of packet radio technology.

(2) To recommend a set of PRNET protocols that fulfill the
needs of general military data communication.

(3) To propose an approach for interfacing a PRNET to the
TACFIRE system for the implementation of the Army PRNET
protocols.

Information about packet switching in general and the current PRNET
technology and protocols is presented as background in the following two
sections.




II PACKET-SWITCHED COMPUTER NETWORKS

Computer networking technology arose from the need to share
distributed computer resources, notably data bases, data storage
facilities, and hardware and software computing facilities [3]. To
make the resources of a set of computer systems and stand-alone
terminals mutually accessible, a communication medium is required to
mediate the exchange of control and data traffic between sites. Control
traffic is used to request and regulate the access to remote resources,
while data traffic carries the user-level information between sites for
use by the acquired resources.

The communication medium provided for computer interaction must be
capable of rapidly and dynamically establishing and reconfiguring
logical traffic paths through the network in response to user needs or
the outcome of on-going processing tasks. These paths must be high
bandwidth, and provide for a reliable and efficient exchange of control
and data traffic that is insensitive to local failures in the network
communication equipment.

Figure 2 illustrates a typical computer network. The network
consists of several computer systems, called hosts, and a set of stand-
alone intelligent terminals; also shown are two teletypes interfaced to
the network through a special terminal access multiplexer. These
elements are all interfaced to what is known as the subnet, which serves
as the common communication medium described above. Through the subnet,
users at stand-alone terminals and at host terminals, as well as
automated functions (processes) within the hosts themselves, can access
and utilize any network host resources that are made available to the
network.

The high performance requirements of the subnet normally
necessitate an architecture consisting of computer-based switching
nodes. Such an intelligent subnet can optimally route traffic through
the network depending upon its type (critical or noncritical, control or
data), automatically accounting for instantaneous global and local
operational and failure conditions, and monitoring and ensuring the
integrity of the transferred data.

Internode communication within the subnet may occur on multiplexed
radio or landline links, but the dedication of an end-to-end (ETE) chain
of link slots (a "circuit") to a single traffic path is unacceptable in
computer communication applications for three reasons:




HOST PERIPHERALS

[€

3

-

1 TERMINAL
. ACCESS
- MULTIPLEXER
e

SUBSCRIBER
PORTS

N i

e

Fy
-, .

COMMUNICATION
SUBNET

’
3 B
b
X ‘
b STAND-ALONE
{ TERMINALS
i ‘
!
[ FIGURE 2
o
3
b
¢
[
r
b
¢

SWITCHING

DISK

HOST
COMPUTER

1

NODES

NETWORK

HARDWARE AND

SOFTWARE

INTERFACES
HIGH BANDWIDTH NTERFAC
DATA LINKS

Jr
HOST
~
DISK
I
HOST
TELETYPE

TYPICAL COMPUTER NETWORK

- . ol




g Ty

(A i gun o s o

1 rr,v,'.**na*.

| N

i~ nte Jade s 2 B S gmasy o e g T ——r - ey i vy

The number of active logical traffic paths is potentially much
larger than the number of available circuits.

. Computer communication is very bursty, so the peak bandwidth is
much higher than the average bandwidth. Dedicating a circuit to
a single traffic path would promote poor channel utilization.

. Effective computer interaction requires minimum ETE message
delay. The time required to reserve, set up, and release
circuits would degrade overall ETE performance.

In a subnet specifically designed for computer communication, slots
are further multiplexed at the software level by chopping traffic
streams into "packets," and switching link slot assignment among the
traffic from several streams; this is known as packet switching.
Division of information into packets normally occurs at the entrance to
the subnet; packets on a given traffic path are individually forwarded
from node to node toward their destination along the best route that
avoids nonfunctional nodes, and reassembled with ETE error checking into
a contiguous stream at the subnet exit (see Figure 3). To aid
sequencing, routing, and control of packets within the subnet, a header
is appended to each packet at the subnet entry, an. removed at the
subnet exit. One example of a packet-switching node that operates in
this fashion is the ARPANET interface message processor (IMP) [4].

Communication protocols are needed to realize the potentials of a
packet-switching subnet--to mediate traffic stream fragmentation and
reassembly, routing, and ETE error checking, as well as to facilitate
higher-level remote resource access functions; these protocols consist
of globally understood sequences of control messages, and usually exist
in a hierarchical structure. At the lowest level is the node-to-node
protocol that uses the packet header information to forward a packet
through the subnet from source to destination. Calling upon this level
are the host-to-host and terminal-to-host protocols, which facilitate
communication among the set of hosts and terminals by ensuring reliable
and properly sequenced ETE information exchanges. At the highest
process-to-process level, protocols directly bring about and regulate
access to the remote network resources (such as files) through normal
interprocess control mechanisms. Such a hierarchy of communication
protocols can render the details of network operation and access fully
transparent, provide for fully reliable information exclange, and
facilitate simplified, flexible utilization of the distributed network
resources.
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III THE ARPA PACKET RADIO NETWORK

The ARPA Packet Radio Network (PRNET) combines packet-switching
techniques with advances in microwave and microprocessor technology to
provide a system for mobile digital communication and data distribution
using radio channels. The radio technology being utilized is inherently
resistant to jamming, spoofing, and detection. An experimental PRNET is
currently being tested in the San Francisco Bay Area, with repeater
nodes located at selected sites to provide coverage of much of the Bay
Area.

A logical diagram of a PRNET is shown in Figure 4. The primary
component at each subnet node in the PRNET is the packet radio unit
(PRU). Each PRU contains an L-band microwave spread-spectrum radio unit
for transmitting and receiving packets at either of two rates (100 and
400 kbits/s), and a microprocessor-based digital unit that implements
the node-to-node protocol for controlling the routing and flow of
packets between the PRUs. A PRU may operate stand-alone as a repeater,
or may be attached to a computer system (host) or terminal interface
unit (TIU) through a special digital (1822) interface [5]; this
interface is the portal through which all packets enter and leave the
network.

PRNET nodes are logically organized into a hierarchy determined by
their radio "distance" (number of radio hops) from a special node, the
station; the station is at Level 0, PRUs in direct contact with the
station are at Level 1, PRUs that require one repeater hop to contact
the station are at Level 2, and so on. The station consists of a PRU
attached to a station processor (a PDP-11/40 in the SRI testbed); it is
the site of centralized network control, and is responsible for
monitoring of overall network connectivity, route assignment, and
updating of remote PRU operating and data base pzrameters [6]. In a
very hostile environment, multiple cooperating stations can be deployed
at different sites within the network to provide fail-soft operation.
The PRNET is therefore unlike other computer networks (such as the
ARPANET) wherein network control functions (e.g., routing) are
distributed, and accordingly is not susceptible to network-wide
disruption of these functions as a result of improper node behavior.

The radio connectivity that determines the exact hierarchical
structure of the PRNET at any moment is primarily a function of the
geographic separation and terrain environment of the PRUs. Since PRUs
can be mobile (and can fail), the logical configuration of the network
can change dynamically; however, since network control is automated by
the station, these topological changes are transparent to the network

- PR [P P - W S it ~ -
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users, whose processing tasks can continue uninterrupted even in the
face of major network reconfiguration and distributed node failures. To
ensure such robust operation is the function of the several
communication protocols implemented within the PRNET nodes, station,
TIUs, and hosts. These include:

. Channel Access Protocol (CAP)
. Station-to-PRU Protocol (SPP)

. Transmission Control Protocol (TCP).

f'l This protocol layering is shown in Figure 5. The protocols are
3 discussed in the sections that follow.

A. The Channel Access Protocol

CAP [7], which is implemented by the digital section of each PRU,
provides the basic mechanism for packet transport from node to node
within the PRNET. It performs functions of radio channel access, packet
routing, hop-by-hop retransmission, and system monitoring. It makes use
of a packet header (PRNET header, Figure 6), which is supplied by the
packet source and removed at the packet destination; the header contains
the addressing, sequencing, routing, and control information needed by
CAP. PRNET packets are 11 to 127 16-bit words long, the first 11 of
waich are reserved for the PRNET header; an additional 32-bit cyelic
redundancy checksum (CRC) is appended to the packet by CAP at the subnet
entry for detection of radio transmission bit errors.

T ——YTTTYTYY
¢
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1. Radio Channel Access

A PRU can access the radio communication channel in either of
two ways, as determined by a control message from the station. 1In the
ALOHA mode [8], packets are transmitted spontaneously, risking packet
collisions from simultaneous channel access, and an acknowledgment of
correct receipt by the next node is awaited. If the acknowledgment does
not arrive within a specified time interval, the packet is presumed
lost, and retransmitted after a randomized time-out interval (to prevent
repetitive collisions). (Of course, lost packets may actually have been
discarded by the receiving node owing to bit errors, but this is of no
import to the sender.) In the carrier-sense mode [9], PRUS wait until
the radio channel is idle before transmitting a packet, improving
channel utilization by avoiding collisions (since the packet
! transmission time is only a few milliseconds, PRUsS normally wait no more
than tens of milliseconds to transmit a packet when there is channel
contention).
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2. Rout ing

The PRNET currently employs a centralized routing algorithm,
which requires minimal routing *table space a* each node. The station
assigns a logical address (label) to each node, and a route along which
it will forward packets to the station. Assigned routes always carry
packets one hierarchy level closer to the station with each hop; when
the packets arrive at the s*tation, they are forwarded along an outbound
route (choser by the statinn), which carries them one level further from
the station with each hop until they arrive a* the destination node.

The PRNET header contains space for the list of logical addresses along
the attached packet's route.

3. Hop-by-Hop Retransmission

Packets may be lost a: they travel between nodes; possible
causes include packet collisions resulting from channel contention,
sudden connectivity changes, and random fluctuations in ambien% noise
and propagation conditions. To improve the probability of successful
multihop transport, CAP performs hop-by-hop retransmission and positive
acknowledgment. When a PRU forwards a packet, it saves a copy, which it
will retransmit at a later time unless it receives an acknowledgment of
correct receipt of the packet; this acknowledgment is implicit if the
PRU hears the packet being forwarded at the next hop, and explicit if
only the packet's header is transmitted (explicit acknowledgments are
used at the last hop, from which a packet is not forwarded, and at a PRU
that is transmitting and receiving at different bit rates).
Retransmissions can recur any number of times up to a set maximum, after
which the PRU will discard the packet; because CAP (and consequently the
packet radio subnet) does not guarantee packet delivery, reliability
must be ensured by higher level protocols.

4, System Monitoring

Because of the dynamic variability of the PRNET's physical and
logical configuraticn, each PRU periodically announces its presence to
the station by emitting special "repeater-on" packets (ROPs). Any node
that receives a ROP enters its own label into the packet header and
forwards the packet toward the station. This mechanism provides the
station with a record of all active PRUs at a given moment, and all the
routes tha*t lead %o them. This information allows the station to
maintain its network connectivity and routing tables, automatically
updating them whenever existing nodes change or lose connectivity, and
whenever new nodes establish connectivity.
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B. Station-t0-PRU Protogol

The SPP [10] is an ETE protocol designed specifically for intranet
applications within a network with the operational characteristics of
the PRNET. It provides for reliable packet-at-a-time communication on
sequenced, full-duplex connections, but without any coupling between the
two data directions, and without any traffic flow control mechanism. A
full-duplex connection functionally consists of two independent simplex
connections, one in each direction, identified by matching PRNET
source/destination ID pairs at the communicating sites.

The SPP shares the PRNET header with CAP, a design decision which
curtails packet overhead but also limits SPP's flexibility and
generality. However, such power is unnecessary since the SPP's sole
function is to reliably mediate control communication between the PRUs
and the station. For example, all label and route information
distributed by the station to the PRUs is carried by SPP connections.

To open a connection, two SPPs exchange "open" control messages for
establishing mutually acceptable initial sequence numbers (ISNs) for the
connection, one in each direction; successive packets sent must bear
sequence numbers that monotonically increase from the ISN for that
direction. When a packet is received by the destination SPP, the packet
sequence number is used to determine whether the packet is the next in
sequence; if so, its correct arrival is acknowledged by returning a
special control message (ACK) bearing the packet's sequence number. Out
of sequence packets from the past (sequence number lower than the
expected sequence number) are acknowledged and discarded, while those
from the future may be discarded or saved and acknowledged when the
preceding packets in the sequence have arrived.

The SPP achieves communication reliability through packet
retransmissions: a packet sent is saved by the source SPP until a
corresponding ACK is received. If no ACK arrives within a specified
time interval, the packet is retransmitted; otherwise, it is discarded.
Of course, after a set number of unsuccessful retransmission attempts,
the SPP will discard the undeliverable packet and communicate its
failure to the using process.

The SPP utilizes other, similar time-out mechanisms to promote
robust operation in the face of network and host failures; the values of
the time-out intervals are highly dependent upon the operational
parameters of the network, including distributions of packet lifetime,
ETE delay, and node/host failure (hard outage) duration.
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C. Transmission Control Protocol

The TCP [11] was created to fulfill the need for fully reliable ETE
internet communication [12]); as a protocol applicable to more than one
network, its operational characteristics had to be network-independent.
Important TCP design considerations included:

Standardization of the network interface presented by the TCP to
insulate user processes from specificities in the packet
transport facilities of the host network.

. Expanded addressing to achieve flexible and unique
source/destination logical naming.

. Packet fragmentation at the juncture (gateway) between
dissimilar networks, with fragment reassembly at the destination
TCP.

. Functional independence from network operational
characteristics.

. Robust operation despite random network or gateway failures.

. Effective ETE flow control.

D. TCP and User Processes

The TCP assumes that all ETE communication is between two
processes, and that processes communicate across "ports"™ with logical
names that may be globally known or dynamically assigned. Processes
exchange "letters" of unspecified size and content over their ports, and
the TCP guarantees that all letters sent will be delivered so long as
there is a viable communication path between the letter source and
destination.

Since process port names are selected independently by each
operating system, TCP, or user, they may not be unique. To identify
process ports uniquely at each TCP, an expanded port name called a
"socket" is created by the TCP by concatenating a network identifier and
a TCP identifier to the port name. Therefore, the full-duplex logical
communication path (connection) between two process ports is uniquely
specified by matching [local-socket,foreign-socket] pairs at the two
TCPs serving those ports.

Connections are established when two processes wishing to
communicate each issue a TCP "open," specifying the local and foreign

15
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socket names. The two TCPs will receive the matching opens, and after
several control messages have been exchanged, the connection will be
ready for use. Sometimes, a process offering a globally known service
may be willing to accept connection requests from any foreign process,
in which case it will not be able to specify a foreign socket name in
its open call; instead, it leaves the foreign socket unspecified, and
the TCP fills it in as soon as a foreign connection request addressed to
the "listening" socket is received.

Once a connection has been opened, processes can exchange letters;
the TCP "send" call is provided for sending letters, and the "receive"
call is provided for receiving them. With each call is supplied the
number of 8-bit "octets" that the calling process wishes to send or
receive. Since there is no limit on this number, the TCP may have to
chop the letter (or fragment thereof) into pieces ("segments") that will
fit within the packets of its resident {uost) network. Of course, as
segments cross gateways, they may be further divided (into "fragments")
before injection into the next network. The letter is ultimately
reconstituted at the destination TCP by reassembly of the various
fragments and segments.

Connections may be disbanded by the process at either side of the
connection through the TCP "close" call. A close results in the
exchange of TCP control messages that release the sockets at both ends
for reassignment, but not before all sent letters have been delivered
and acknowledged.

Three other functions complete the TCP user interface:

(1) Interrupt: This call causes the remote process to be
interrupted from the on-going exchange of letters by
transmission of a special interrupt (INT) packet. (One
of its uses is to simulate a "break" signal from a
terminal.)

(2) Status: This call returns local status information
pertaining to the connection,

(3) Abort: This call aborts a connection, regardless of its
state, flushing all outstanding data.

16
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E. TCP Mechanisms

To achieve internet addressing, connection management, sequencing,
fragmentation, reassembly, flow control, and bit-error detection, an
internet packet format (Figure 7) has been defined for use by the TCP;
the packet consists of an internet addressing header, a TCP header,
optional data segment, and checksum. Internet packets are embedded
within the header and trailer formats of the local network before they
are delivered to the attached packet switch as a "local packet." Local
packets received by a gateway for forwarding to another network are
extracted from the local packet, leaving the internet packet, which is
then repackaged by the gateway as one or more (if fragmentation is
necessary) local packets for the next network.

1. Traffic Management

Since it is a reliable communication medium, the TCP is
capable of detecting packet loss, bit-error, duplicate, and out-of-order
conditions, with a positive acknowledgment/retransmission (PAR) scheme
[13] to ensure delivery. TCP's primary innovation is its use of a
windowing mechanism for sequencing and flow control, wherein the control
flag octet of the header and every successive octet of data has a
unique, monotonically increasing sequence number;® this permits
gateways to fragment packets as needed to get them across networks with
small packet sizes. Acknowledgments are cumulative, so that an
acknowledgment of sequence number “X" indicates that all octets up to
but not including "X" have been received; duplicate detection in the
presence of retransmission is therefore straightforward.

A transmission window is defined to have a lower bound and a
size (the upper bound is implicitly equal to the lower bound plus the
window size). The lower bound is set at connection establishment time
{(window synchronization), and the window size is chosen locally by each
TCP, but may be negotiated by the TCPs at any time. To be accepted as
in sequence, a received packet's sequence number range must lie entirely
within the current receive window; if it does not, only the part
overlapping the window is kept, and the rest is discarded. Duplicate
octets are also discarded; octets are known to be duplicates if their
sequence numbers within the window have been marked as received and not
yet acknowledged.

# For practicality, the sequence number space is expressed as a 32-bit
integer. The sequence space is therefore very large but finite, so all
arithmetic dealing with sequence numbers can be performed modulo 2%#32;
this unsigned arithmetic preserves the ordered relationship of sequence
numbers as they cycle from 2%##32-1 to 0. Since the sequence space wrap-
around (hours) time is much greater than the largest assumed packet
lifetime (tens of minutes), it is reasonable to expect that 32-bit
sequence numbers will be unique.
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